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SPECfp_rate2006 = 191

SPECfp_rate_base2006 = 184
CPU2006 license: 19 Test date: Feb-2009
Test sponsor: Fujitsu Hardware Availability: Apr-2009
Tested by: Fujitsu Siemens Computers Software Availability: Feb-2009
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Hardware
CPU Name: Intel Xeon X5550
CPU Characteristics: Intel Turbo Boost Technology up to 3.06 GHz
CPU MHz: 2667
FPU: Integrated
CPU(s) enabled: 8 cores, 2 chips, 4 cores/chip, 2 threads/core
CPU(s) orderable: 1,2 chips
Primary Cache: 32 KB I + 32 KB D on chip per core
Secondary Cache: 256 KB I+D on chip per core

Software
Operating System: SUSE Linux Enterprise Server 10 (x86_64) SP2,

Kernel 2.6.16.60-0.21-smp
Compiler: Intel C++ and Fortran Compiler 11.0 for Linux

Build 20090131 Package ID: l_cproc_p_11.0.080,
l_cprof_p_11.0.080

Auto Parallel: No
File System: ext3
System State: Multi-User Run Level 3
Base Pointers: 64-bit
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L3 Cache: 8 MB I+D on chip per chip
Other Cache: None
Memory: 24 GB (6x4 GB PC3-10600R, 2 rank, CL9-9-9, ECC)

Disk Subsystem: 1 x SATA, 250 GB, 7200 RPM
Other Hardware: None

Peak Pointers: 32/64-bit
Other Software: Binutils 2.18.50.0.7.20080502

Results Table

Benchmark Copies Seconds Ratio Seconds Ratio Seconds Ratio
Base

Copies Seconds Ratio Seconds Ratio Seconds Ratio
Peak

410.bwaves 16 1339 162 1167 186 1166 187 8 567 192 565 192 565 193

416.gamess 16 1638 191 1660 189 1687 186 8 817 192 816 192 815 192

433.milc 16 820 179 821 179 821 179 16 820 179 821 179 821 179

434.zeusmp 16 738 197 742 196 738 197 16 696 209 728 200 730 200

435.gromacs 16 620 184 622 184 615 186 16 604 189 599 191 602 190

436.cactusADM 16 892 214 878 218 886 216 16 892 214 878 218 886 216

437.leslie3d 16 1110 135 1113 135 1114 135 16 1110 135 1113 135 1114 135

444.namd 16 753 170 746 172 748 172 16 732 175 733 175 734 175

447.dealII 16 679 270 672 272 671 273 16 626 293 626 292 622 294

450.soplex 16 958 139 944 141 977 137 16 958 139 944 141 977 137

453.povray 16 341 249 344 248 341 250 16 284 300 283 300 287 296

454.calculix 16 601 220 602 219 603 219 16 603 219 600 220 600 220

459.GemsFDTD 16 1403 121 1404 121 1406 121 8 672 126 675 126 674 126

465.tonto 16 795 198 782 201 793 199 16 751 210 743 212 749 210

470.lbm 16 1757 125 1751 126 1751 126 8 829 133 829 133 829 133

481.wrf 16 785 228 779 229 784 228 16 785 228 779 229 784 228

482.sphinx3 16 1549 201 1546 202 1545 202 16 1483 210 1487 210 1484 210

Results appear in the order in which they were run. Bold underlined text indicates a median measurement.

Submit Notes
The config file option 'submit' was used.
 numactl was used to bind copies to the cores

Operating System Notes
 'ulimit -s unlimited' was used to set the stacksize to unlimited prior to run

General Notes
 This result was measured on the PRIMERGY TX300 S5. The PRIMERGY TX300 S5
 and the PRIMERGY RX300 S5 are electronically equivalent.

 For information about Fujitsu please visit: http://www.fujitsu.com
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Base Compiler Invocation
C benchmarks: 

icc

C++ benchmarks: 
icpc

Fortran benchmarks: 
ifort

Benchmarks using both Fortran and C: 
icc ifort

Base Portability Flags
 410.bwaves: -DSPEC_CPU_LP64
 416.gamess: -DSPEC_CPU_LP64

 433.milc: -DSPEC_CPU_LP64
 434.zeusmp: -DSPEC_CPU_LP64

 435.gromacs: -DSPEC_CPU_LP64 -nofor_main
 436.cactusADM: -DSPEC_CPU_LP64 -nofor_main

 437.leslie3d: -DSPEC_CPU_LP64
 444.namd: -DSPEC_CPU_LP64
 447.dealII: -DSPEC_CPU_LP64

 450.soplex: -DSPEC_CPU_LP64
 453.povray: -DSPEC_CPU_LP64

 454.calculix: -DSPEC_CPU_LP64 -nofor_main
 459.GemsFDTD: -DSPEC_CPU_LP64

 465.tonto: -DSPEC_CPU_LP64
 470.lbm: -DSPEC_CPU_LP64
 481.wrf: -DSPEC_CPU_LP64 -DSPEC_CPU_CASE_FLAG -DSPEC_CPU_LINUX

 482.sphinx3: -DSPEC_CPU_LP64

Base Optimization Flags
C benchmarks: 

-xSSE4.2 -ipo -O3 -no-prec-div -static

C++ benchmarks: 
-xSSE4.2 -ipo -O3 -no-prec-div -static

Fortran benchmarks: 
-xSSE4.2 -ipo -O3 -no-prec-div -static

Benchmarks using both Fortran and C: 
-xSSE4.2 -ipo -O3 -no-prec-div -static
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Peak Compiler Invocation
C benchmarks (except as noted below): 

icc

 482.sphinx3: icc -m32

C++ benchmarks: 
icpc

Fortran benchmarks: 
ifort

Benchmarks using both Fortran and C: 
icc ifort

Peak Portability Flags
 410.bwaves: -DSPEC_CPU_LP64
 416.gamess: -DSPEC_CPU_LP64

 433.milc: -DSPEC_CPU_LP64
 434.zeusmp: -DSPEC_CPU_LP64

 435.gromacs: -DSPEC_CPU_LP64 -nofor_main
 436.cactusADM: -DSPEC_CPU_LP64 -nofor_main

 437.leslie3d: -DSPEC_CPU_LP64
 444.namd: -DSPEC_CPU_LP64
 447.dealII: -DSPEC_CPU_LP64

 450.soplex: -DSPEC_CPU_LP64
 453.povray: -DSPEC_CPU_LP64

 454.calculix: -DSPEC_CPU_LP64 -nofor_main
 459.GemsFDTD: -DSPEC_CPU_LP64

 465.tonto: -DSPEC_CPU_LP64
 470.lbm: -DSPEC_CPU_LP64
 481.wrf: -DSPEC_CPU_LP64 -DSPEC_CPU_CASE_FLAG -DSPEC_CPU_LINUX

Peak Optimization Flags
C benchmarks: 

 433.milc: basepeak = yes

 470.lbm: -xSSE4.2 -ipo -O3 -no-prec-div -static -opt-prefetch 
-auto-ilp32

 482.sphinx3: -xSSE4.2 -ipo -O3 -no-prec-div -static -unroll2

C++ benchmarks: 

Continued on next page
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Peak Optimization Flags (Continued)
 444.namd: -xSSE4.2(pass 2) -prof-gen(pass 1) -ipo(pass 2) -O3(pass 2) 

-no-prec-div(pass 2) -static(pass 2) -prof-use(pass 2) 
-fno-alias -auto-ilp32

 447.dealII: -xSSE4.2(pass 2) -prof-gen(pass 1) -ipo(pass 2) -O3(pass 2) 
-no-prec-div(pass 2) -static(pass 2) -prof-use(pass 2) 
-unroll2 -ansi-alias -scalar-rep-

 450.soplex: basepeak = yes

 453.povray: -xSSE4.2(pass 2) -prof-gen(pass 1) -ipo(pass 2) -O3(pass 2) 
-no-prec-div(pass 2) -static(pass 2) -prof-use(pass 2) 
-unroll4 -ansi-alias

Fortran benchmarks: 

 410.bwaves: -xSSE4.2 -ipo -O3 -no-prec-div -static -opt-prefetch

 416.gamess: -xSSE4.2(pass 2) -prof-gen(pass 1) -ipo(pass 2) -O3(pass 2) 
-no-prec-div(pass 2) -static(pass 2) -prof-use(pass 2) 
-unroll2 -Ob0 -ansi-alias -scalar-rep-

 434.zeusmp: -xSSE4.2(pass 2) -prof-gen(pass 1) -ipo(pass 2) -O3(pass 2) 
-no-prec-div(pass 2) -static(pass 2) -prof-use(pass 2)

 437.leslie3d: basepeak = yes

 459.GemsFDTD: -xSSE4.2(pass 2) -prof-gen(pass 1) -ipo(pass 2) -O3(pass 2) 
-no-prec-div(pass 2) -static(pass 2) -prof-use(pass 2) 
-unroll2 -Ob0 -opt-prefetch

 465.tonto: -xSSE4.2(pass 2) -prof-gen(pass 1) -ipo(pass 2) -O3(pass 2) 
-no-prec-div(pass 2) -static(pass 2) -prof-use(pass 2) 
-unroll4 -auto

Benchmarks using both Fortran and C: 

 435.gromacs: -xSSE4.2(pass 2) -prof-gen(pass 1) -ipo(pass 2) -O3(pass 2) 
-no-prec-div(pass 2) -static(pass 2) -prof-use(pass 2) 
-opt-prefetch -auto-ilp32

 436.cactusADM: basepeak = yes

 454.calculix: -xSSE4.2 -ipo -O3 -no-prec-div -static -auto-ilp32

 481.wrf: basepeak = yes
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http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS416_gamess_f-xSSE42_f91528193cf0b216347adb8b939d4107
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS1_FFLAGSPASS1_LDFLAGS416_gamess_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS416_gamess_f-ipo
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS416_gamess_f-O3
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS416_gamess_f-no-prec-div
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS416_gamess_f-static
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS416_gamess_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakOPTIMIZE416_gamess_f-unroll_784dae83bebfb236979b41d2422d7ec2
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakOPTIMIZE416_gamess_f-Ob_n_fbe6f6428adb7d4b74b1e99bb2444c2d
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakOPTIMIZE416_gamess_f-ansi-alias
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakOPTIMIZE416_gamess_f-disablescalarrep_abbcad04450fb118e4809c81d83c8a1d
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS434_zeusmp_f-xSSE42_f91528193cf0b216347adb8b939d4107
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS1_FFLAGSPASS1_LDFLAGS434_zeusmp_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS434_zeusmp_f-ipo
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS434_zeusmp_f-O3
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS434_zeusmp_f-no-prec-div
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS434_zeusmp_f-static
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS434_zeusmp_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS459_GemsFDTD_f-xSSE42_f91528193cf0b216347adb8b939d4107
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS1_FFLAGSPASS1_LDFLAGS459_GemsFDTD_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS459_GemsFDTD_f-ipo
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS459_GemsFDTD_f-O3
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS459_GemsFDTD_f-no-prec-div
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS459_GemsFDTD_f-static
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS459_GemsFDTD_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakOPTIMIZE459_GemsFDTD_f-unroll_784dae83bebfb236979b41d2422d7ec2
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakOPTIMIZE459_GemsFDTD_f-Ob_n_fbe6f6428adb7d4b74b1e99bb2444c2d
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakOPTIMIZE459_GemsFDTD_f-opt-prefetch
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS465_tonto_f-xSSE42_f91528193cf0b216347adb8b939d4107
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS1_FFLAGSPASS1_LDFLAGS465_tonto_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS465_tonto_f-ipo
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS465_tonto_f-O3
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS465_tonto_f-no-prec-div
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS465_tonto_f-static
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS465_tonto_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakOPTIMIZE465_tonto_f-unroll_4e5e4ed65b7fd20bdcd365bec371b81f
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakOPTIMIZE465_tonto_f-auto
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#BenchmarksusingbothFortranandC
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_CFLAGSPASS2_FFLAGSPASS2_LDFLAGS435_gromacs_f-xSSE42_f91528193cf0b216347adb8b939d4107
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS1_CFLAGSPASS1_FFLAGSPASS1_LDFLAGS435_gromacs_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_CFLAGSPASS2_FFLAGSPASS2_LDFLAGS435_gromacs_f-ipo
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_CFLAGSPASS2_FFLAGSPASS2_LDFLAGS435_gromacs_f-O3
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_CFLAGSPASS2_FFLAGSPASS2_LDFLAGS435_gromacs_f-no-prec-div
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_CFLAGSPASS2_FFLAGSPASS2_LDFLAGS435_gromacs_f-static
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakPASS2_CFLAGSPASS2_FFLAGSPASS2_LDFLAGS435_gromacs_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakOPTIMIZE435_gromacs_f-opt-prefetch
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakCOPTIMIZE435_gromacs_f-auto-ilp32
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakOPTIMIZE454_calculix_f-xSSE42_f91528193cf0b216347adb8b939d4107
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakOPTIMIZE454_calculix_f-ipo
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakOPTIMIZE454_calculix_f-O3
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakOPTIMIZE454_calculix_f-no-prec-div
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakOPTIMIZE454_calculix_f-static
http://www.spec.org/cpu2006/results/res2009q1/cpu2006-20090313-06660.flags.html#user_peakCOPTIMIZE454_calculix_f-auto-ilp32
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Fujitsu
PRIMERGY TX300 S5, Intel Xeon X5550, 2.66 GHz

SPECfp_rate2006 = 191

SPECfp_rate_base2006 = 184
CPU2006 license: 19 Test date: Feb-2009
Test sponsor: Fujitsu Hardware Availability: Apr-2009
Tested by: Fujitsu Siemens Computers Software Availability: Feb-2009

The flags file that was used to format this result can be browsed at
http://www.spec.org/cpu2006/flags/Intel-ic11.0-fp-linux64-revA.20090710.04.html

You can also download the XML flags source by saving the following link:
http://www.spec.org/cpu2006/flags/Intel-ic11.0-fp-linux64-revA.20090710.04.xml

Originally published on 31 March 2009.
Report generated on Tue Jul 22 23:29:10 2014 by SPEC CPU2006 PS/PDF formatter v6932.
Tested with SPEC CPU2006 v1.1.

For other inquiries, please contact webmaster@spec.org.
For questions about this result, please contact the tester.
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