SPECjbb2013-Distributed

Single OS image
(Windows Server 2008 R2 Enterprise)

1U Form factor

Single Rack Server (1 CPU chip)
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Single OS image
(Windows Server 2008 R2 Enterprise)
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1U Form factor Jo—
Single Rack Server (1 CPU chip) GS524TNA

Driver System



Value priced 1U system with features previously found only on higher end servers

= BMC fully supporting IPMI 2.0 with Remote Management option
= Upgrades for SAS and Intel® TPM modules available
= Supports up to 4 Hot Swap HDDs

R1304BTLSHBN

Intel® Server System R1304BTLSHBN Technical Specifications



Intel® Server System R1304BTLSHBN Technical Specifications

Order Code R1304BTLSHBN
R1304BTLSHBNNA

Form Factor 1URack

Server Board S1200BTL

Drive Bays Four hot-swap 2.5 or 3.5" SATA HDDs (Supports SAS with optional add-in)
Qptional slim-line aptical drive

System Cooling 3 x 40mm fixed Tans with duct

Power Supply 350-watt non-redundant power supply

Add-in Card Support One full height PCI Express* 20 x8 through riser card in slot &

1/0 Expansion Module Support  Optional AS Module

Dimensions (H x W x D) 17.24"x 175" x 21.8" (438mm x 45mm x 553mm)

Components Included * |ntel® Server Board S1200BTL

*Heat sinks not included » Intel® Server Chassis R1304

® 350-watt non-redundant power supply
* One low profile PCl Express* riser card
o Slim-line CD-ROM bay

¢ Pre-routed cables

® SATA/SAS backplane

Management Hardware Integrated IPMI 2.0 baseboard management caontroller
Optional
Intel® Remote Management Module 4 or Intel® RMM 4 Lite
Intel® Trusted Platform Module

Management Software Intel® Deployment Assistant
Intel® System Management Software




